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Change Subject:  Materials used for food contact surfaces VSP edit: Cleaning Distance


Section Number:  
   	
Check one: Construction _X_ Operations ___ Both ___ (specify both numbers)
	
Number (s):  8.1

Change you would like VSP to Consider and Recommended Solution: 

Suggest allowing less cleaning distances (sides/behind) for small mounted equipment similar to those for leg length of counter-mounted equipment.  The current cleaning distance for 6” clearance is different for leg length and cleaning distance so the suggestions below are a merge between current leg length and cleaning distances.  If agreed, section 8.5 could be deleted and only have one section for both cleaning distance and leg length.   

8.#.#  Cleaning Distance Less Than 75 Millimeters (3 Inches) 
A distance to be cleaned is less than 75 millimeters (3 inches) requires an unobstructed space of 50 millimeters (2 inches).

8.#.#  Cleaning Distance Between 75 Millimeters (3 Inches) and 400 Millimeters (16 Inches) 
A distance to be cleaned between 75 millimeters (3 inches) and 400 millimeters (16 inches) requires an unobstructed space of 75 millimeters (3 inches).

8.#.#  Cleaning Distance Between 400 millimeters (16 inches) and 600 Millimeters (24 Inches) 
A distance to be cleaned between 400 millimeters (16 inches) and 600 millimeters (24 Inches) requires an unobstructed space of 100 millimeters (4 inches).

8.1.1  Cleaning Distance Less Than Between 600 Millimeters (24 Inches) and 750 Millimeters (30 Inches)
A distance to be cleaned of less than between 600 millimeters (24 inches) and 750 millimeters (30 inches) requires an unobstructed space of 150 millimeters (6 inches).

8.1.2  Cleaning Distance Between 600 Millimeters (24 Inches) 750 Millimeters (30 inches) and 1,200 Millimeters (48 Inches) 
A distance to be cleaned between 600 millimeters (24 inches) 750 millimeters (30 inches) and 1,200 millimeters (48 inches) requires an unobstructed space of 200 millimeters (8 inches).

Public Health Significance:

Right now the same piece of equipment can have a 3 inch leg length but still requires 6 inches between the equipment and the bulkhead.

For smaller equipment with unobstructed access for cleaning, the cleaning procedures are the same as on a counter and the distances should be consistent.   
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