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Change Subject:  Comments on CRF 210 - 15.0  Provision Rooms, Walk-in Refrigerators and Freezers, and Food Transportation Corridors  

Section Number: 15.3  Cold Room Evaporators, Drip Pan, and Drain Lines  
   	
Check one: Construction _X_Operations ___ Both ___ (specify both numbers)
	
Number (s): 

Change you would like VSP to Consider and Recommended Solution: 

CLIA is supportive of the concept proposed by STX France in CRF 210 and proposes a maximum length and alternative text below.

STX France – Original Proposal

15.3.5 drain line :
Encase of In case condensate drain lines are inside the cold room, drain lines must be removable for cleaning by pieces (minimum length is XX inches (XX mm)). 

CLIA Proposal

15.3.5 Drain Line
Condensate drain lines inside the cold room must be in removable sections that are less than 2.3 meters (7.5 feet) in length for cleaning. 

Public Health Significance:

Supporting information: 

For the purposes of this proposal, CLIA looked to NSF Standard 6: Remote Product Supply Systems.  The length we propose is equivalent to the food supply length referred to in the standard.

NSF Standard 6:
5.28 Remote product supply systems 
5.28.1 When manual cleaning is intended, sections of tubing for a remote product supply system shall not exceed 7.5 ft (2.3 m) in length
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