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All information above the line is for VSP use only.

[bookmark: _GoBack]It is not clear to VSP that this is needed. VSP intended to do some review on board ships to determine if it is needed. Refer to VSP CRF 170 for calibration of bunkering and production.

Change Subject: Alarm on analyzer chart records or data loggers for bunkering and production.

Section Number: 
   	
Check one: Construction ___ Operations ___ Both _X_ (specify both numbers)
	
Number (s): Operations: 5.2.1.2.4/6, Construction:22.14.1


Change you would like VSP to Consider and Recommended Solution: 

Operations:
Add (new sub-section number?).  If halogen and pH analyzer-chart recorders or data loggers are used in lieu of manual tests, provide an audible alarm in a continuously occupied watch station to indicate low free halogen and high pH readings at the analyzers.

Construction:
Add (new sub-section number?).  If halogen and pH analyzer-chart recorders or data loggers are installed to record production and/or bunkering halogen and pH monitoring, provide an audible alarm in a continuously occupied watch station to indicate low free halogen and high pH readings at the analyzers.


Public Health Significance:

To match the requirements for all other analyzer-chart recorders/data loggers on the vessel (RWF and far point). Production is often conducted continuously for more than 24 hours and calibration is only required at the beginning of the process.
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