Vessel Sanitation Program (VSP) Construction Guidelines and Operations Manual Revision 
2015/16 Change Request Form
																										Internal number: _051__

	Recommendation
	
Accepted as Submitted

	_X__
	Accepted as Amended
	___
	No Action
	___


All information above the line is for VSP use only.

VSP agrees with this change. 
[bookmark: _GoBack]
Change Subject:  Bunker and production halogenation. 

Section Number:  
   	
Check one: Construction _X_ Operations ___ Both ___ (specify both numbers)
	
Number (s):  22.14.1

Change you would like VSP to Consider and Recommended Solution: 

Remove 22.14.1.3 and move static mixer information to 22.14.1.2.  Analyzers have a sample point for calibration.  The current requirement appears that both an analyzer and a separate sample cock is required.

22.14.1.2 Halogen Injection
Control HALOGEN injection by a flow meter or an analyzer with a sample point located at least 3 meters (10 feet) downstream of the HALOGEN injection point. If a static mixer is used in lieu of the 3-meter (10-foot) distance, see section 22.14.2.7 for static mixer requirements.  Installed analyzers must have a sample point to calibrate the analyzer.

A static mixer may be used to reduce the distance between the HALOGEN injection point and the sample cock or HALOGEN analyzer sample point. Ensure that the mixer is installed per the manufacturer’s recommendation. Provide all manufacturers’ literature for installation, operation, and maintenance.

22.14.1.3 Sample Cock Location
Provide a labeled sample cock at least 3 meters (10 feet) downstream of the HALOGEN injection point.

A static mixer may be used to reduce the distance between the HALOGEN injection point and the sample cock or HALOGEN analyzer sample point. Ensure that the mixer is installed per the manufacturer’s recommendation. Provide all manufacturers’ literature for installation, operation, and maintenance.


Public Health Significance:

Operations manual allows for either for bunkering and production monitoring.

Supporting information: 

2011 VSP Operations Manual
5.2.1.2.7 Halogen Injection (08)
Water samples for HALOGEN and PH testing must be obtained from a sample cock and/or a HALOGEN analyzer probe located on the bunker or production water line at least 3 meters (10 feet) after the HALOGEN injection point and before the storage tank.
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