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All information above the line is for VSP use only.

VSP discussion is to keep in both places. 
[bookmark: _GoBack]
Change Subject:  Move - Vented Check Valve Acceptance from Definitions

Section Number: 
   	
Check one: Construction ___ Operations ___ Both _X__ (specify both numbers)
	
Number (s):  Operations - 3.2 Definitions - Backflow prevention device / 
Construction - 5.2 Definitions - Backflow prevention device
	

Change you would like VSP to Consider and Recommended Solution: 

VSP wants to keep definitions sections suggested to be deleted and add them to the requirements too.

Move the technical requirement “VSP only accepts vented devices.” from the definition to the technical requirement sections of the Operations manuals as follows:

Operations - 3.2 Definitions - Backflow prevention device 
Backflow prevention device: An APPROVED backflow prevention plumbing device that must be used on POTABLE WATER distribution lines where there is a direct connection or a potential CROSS-CONNECTION between the POTABLE WATER distribution system and other liquids, mixtures, or substances from any source other than the POTABLE WATER supply. Some devices are designed for use under continuous water pressure, whereas others are noncontinuous pressure types. VSP only accepts vented devices.

Construction - 5.2 Definitions - Backflow prevention device 
Backflow prevention device: An APPROVED plumbing device that must be used on POTABLE WATER distribution lines where there is a direct connection or a potential CROSS-CONNECTION between the POTABLE WATER distribution system and other liquids, mixtures, or substances from any source other than the POTABLE WATER supply. Some devices are designed for use under continuous water pressure, whereas others are noncontinuous pressure types. VSP only accepts vented devices.

Operations Manual:  

5.7.1.2.1 Air Gaps and Backflow Prevention Devices (08)

Add below current Backflow Prevention Device sentence a new sentence – 

A mechanical BACKFLOW PREVENTION DEVICE must have an atmospheric vent.

This section already exists in the Construction Manual as:

23.3 Atmospheric Vent
A mechanical BACKFLOW PREVENTION DEVICE must have an atmospheric vent.

Public Health Significance:

Editorial clarity.


Supporting information: 

Technical requirements should not be in the definitions.
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