Vessel Sanitation Program (VSP) Construction Guidelines and Operations Manual Revision 
2015/16 Change Request Form
																										Internal number: _109__

Link to #135

VSP needs more info on how automatic systems fail (alarm? and where?), and if this verifiable by VSP?

Mario Hrsak (Carnival Cruise Lines) to follow-up.

PENDING
1/28:  Add provision for alarm in continuously-manned space.
Ensure alarm is calibrated if above 40 FNU (???)

	Recommendation
	
Accepted as Submitted

	___
	Accepted as Amended
	___
	No Action
	___


All information above the line is for VSP use only. Table

Backwash


Change Subject: 


Section Number: 
   	
Check one: Construction _X__ Operations ___ Both ___ (specify both numbers)
	Sec 29.9.3 


Number (s): 


Change you would like VSP to Consider and Recommended Solution: 
Ensure that media-type filters are capable of being backwashed. Provide a clear sight glass on the backwash side of all media filters. 
Add:
[bookmark: _GoBack]Where automatic backwashing systems are installed, include turbidity sensors to monitor and control the clarity of the backwashed water











Public Health Significance:
To provide an added safety feature for monitoring standards where automatic backwashing is installed 






Supporting information: ISO 7027:1999(en) - Water quality — Determination of turbidity ranges below 40 FNU (to be advised, testing in progress)
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