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Experience has shown to be difficult to operate and independently verify.
ORP  ppm verifiable based on pH.
Until we can get values verified in ppm, VSP will not use ORP.
Industry to research equipment and scientific data – prove this is verifiable.
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All information above the line is for VSP use only. (see 140)

Residual Halogen


Change Subject: 


Section Number: 
   	
Check one: Construction ___ Operations _X_ Both ___ (specify both numbers)
	6.2.2.1.1               Pg 60


Number (s): 


Change you would like VSP to Consider and Recommended Solution: 
Recommend amending the table to include ORP:
A free residual halogen  or suitable OPR level in the ranges detailed in the table below must be maintained in recirculated RWF's:
• SWIMMING POOL  - Min 750 Mv
• CHILDREN’S POOL - Min 750 Mv
• WADING POOL - Min 750 Mv
• INTERACTIVE RWF (ACTIVITY POOL) - Min 750 Mv
• BABY-ONLY WATER FACILITY- Min 750 Mv
• WHIRLPOOL SPA and SPA POOL ≥ 850Mv














Public Health Significance:
ORP is widely used leisure industries, but we are unable, with current VSP practices to utilize this technology





Supporting information: 
World Health Organization: Guidelines for safe recreational water environments VOLUME 2 SWIMMING POOLS AND SIMILAR ENVIRONMENTS
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